ALUMINUM HANDRAIL WITH STEEL CABLES
FIBER CEMENT BOARD ARCHITECTURAL PANELS
1" THERMAL PANNE CLEAR GLASS, TYP.
ALUMINUM WINDOW MULLIONS, TYPICAL

EXISTING BUILDING
ALUMINUM WINDOW MULLIONS, TYPICAL
1" THERMAL PANNE CLEAR GLASS, TYP.
FIBER CEMENT BOARD ARCHITECTURAL PANELS
SCRIBE ARCHITECTURAL PANELS AS REQUIRED AROUND LIMESTONE CAP @ EXISTING BUILDING
T.O. ELEV. PARAPET
40' - 0"

NEW CMU WALL
ALUMINUM HANDRAIL WITH STEEL CABLES
FIBER CEMENT BOARD ARCHITECTURAL PANELS
SCRIBE ARCHITECTURAL PANELS AS REQUIRED AROUND LIMESTONE CAP @ EXISTING BUILDING
T.O. ELEV. PARAPET
40' - 0"

NOTE: NEW CMU WALL TO BE ERECTED WITHIN 1" OF EXISTING BRICK PILASTER TO ENSURE EXISTING BRICK WALL AND BRICK PILASTER WILL REMAIN UNTOUCHED BY THE NEW CMU WALL
PRE-FINISHED METAL FLASHING
TO PREVENT CORROSION LIMESTONE CAP
24 HR METAL FLASHING SUPPORT

BACKER ROD & SEALANT
800-642-6774
www.1call2build.com
Appleton, WI
Bismarck, ND
Rapid City, SD

Designer:

Project #:

Date:

PRELIMINARY NOT FOR CONSTRUCTION